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ABSTRACT

This paper reviews the literature for tank c_illdown methods applicable to

cryogenic tankage in the zero gravity environment of earth orbit, selects one

method for demonstration in glrru_ based test, and then reports the results of

that test. The method selected for investigation was the charge-hold-vent

method which uses repeated injection of liquid slugs, followed by a hold to

allow complete vaporization of the liquid and a vent of the tank to space

vacuum, to cool tankage to the desired temperature. _he test was oonducted on

a 175 cubic foot, 2219 aluminum walled tank weighing 329 pounds, which has

been previously outfitted with spray systems to test _ fill

technologies. To minimize hardware changes a simple control-by-pressure sd%eme

was implemented to control injected liquid quantities. The tank cooled from

440 R sufficiently in six charge-hold-vent cycles to allow a complete

nonvented fill of the test tank. Liquid hydrogen consumed in the prooess is

estimated at 32 pounds.
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The current interest in pressurized transfer of cryogenic fluids stems in part

from NASA's plans for an ambitious human Space Exploraticm Initiative (CIAO)

including manm_ voyages to the H_m and Mars. _ activities will require

enormmm amounts of propellant stored as cryogenic liquids. _he ability to

efficiently transfer these cryogens _ earth-to-orbit tanker vehicles,

orbiting depots, and space transportation vehicles is required for mission
success. Current transfer concepts include a tank chilldown stage to remove

the majority of the thermal energy stored in the wall. _ allows the wall

energy to be mmmved, prior to the start of the fill process, rather than
forcing it to be absorbed in the incuming liquid cryogen. Note: this paper

focuses solely on the dlilldown of tank walls, other d_illduwn processes suQh

as line cooldca_ and engine prechilling, alth_ also important will not be

addressed.

Chilldown of a cryogenic tank in a Icw_/ravity envizrmment has never been

done. Although extensive data is available for ground-based tank chilldown of

cryogenic tanks (e.g., Centaur upper stage, STS external tank), the tenhniques

required to transfer cryogens in low gravity are quite diff_ from those
used terrestrially. During a normal-gravity tank chilldcwn, a vent on top of

tank is kept open to vent the vapor generated during the chill process thereby

maintaining a low tank pressure. If the normal-gravity _que is used on-

orbit, the uncertainty of liquid and vapor distributions in low gravity may

result in the dumping of large amounts of liquid overboard.

REVIE_ OF THE _

General Trar_fer Systems

Ocnc_ for missions involving orbital fluid transfer can be found as early

as the planning stages of the Apollo Program (ref. i). One of the earliest
detailed designs of an orbital fluid transfer system is found in ref_ 2.

The ref_ 2 study prc_ designs for LO2 and LH2 tankers based on an

equilibrium analysis of the th_cs of the fill prooess, including
vented and nonvented transfer methods. After an extensive survey of the

existing literature, refemsnces 3 and 4 devised ncnvented transfer _ for

the space tug and its successor, the orbital transfer vehicle (OTV), including
transient analyses of the ncnvented fill process. _hese analyses reconfirmed

the difficulty of LH 2 transfer described in the previous equilibrium analyses.
As a solution to the problem of ncnvented hydrogen transfer, a tank chilldown

procedure was proposed to reduce the thermal energy which must be absorbed in

the ncnvented fill process. The NASA Lewis Rssea_ Center (leRC) Cryogenic

Fluid Technology Office (CFIO) has refined and extended the analyses of

ref_ 3 and 4 (see ref. 5), as well as _ing grotE_ testing of the

fill concept. To determine the feasibility of nonvented fills on

tanks representative of space flight hardware, a seriss of liquid hydrogen no-
vent fill tests were developed for an existing 175 ft" lightweight liquid

hydrogen tank (ref. 6). The no-vent fill testing provided an opportunity to

oonduct tank c_illdcwn testing on hardware sufficiently close to flightweight

to provide some meaningful data on the d_illdown process.
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Tank ChilldcwnSpecific

A early analysis of the tank chilldown process can be found in reference 7.

This study was undertaken to understand some transient probl_s enommtered in
the chilldown of Saturn and Titan propellant tanks on the launch pad, and is

mostly concerned with normal gravity chillduwn. Of most interest to the

spacecraft designer is a series of tests with a 2 foot diameter plexiglass

tank and liquid nitrogen which show sufficient force in the chillduwn inflow

prooess to geyser the incuming liquid to the tank vent. Ref_ 8 _

the problem of z_vity inflow, with several simulant fluids and a 4

diameter clear plastic tank, in the Lewis 2.2 _ drop tower. _e

of this study were unable to find an inlet configuration which did

not wet the wall cumpletely. Given the problems of liquid venting (Altas

Oentaur 4 tumbled cut of control due to an asymmetric liquid vent during the

low gravity coast portion of the mission (ref_ 9)), reference 3 proposed

a d%illdown prooedure whereby the tank was d_rged with a small amount of

liquid with the vent closed, the liquid is allowed to evaporate and approach

thermal equilibrium, then vented as a gas. _ cycle was repeated until the
tank walls cooled sufficiently that a thermodynamic analysis of the tank

indicated a ncnvented fill could take place without further cooling. This

process had the additional advantage that the cooling available in warming

cold gas to ambient could also be extracted. This is particularly important

with liquid hydrogen due its unique thexmodyremic properties which make

roughly six times the energy available in wanning cold gas than that of

vaporizing cold liquid. Ref_ 5 extended the analyses of reference 3 by

analyzing optimum charge masses for each cycle as well as estimating an

optimum "target" temperature for the start of the no-vent fill process. Also

suggested in this paper was the use of multiple vent cycles to take advantage

of the adiabatic cooling encrxmtered in the venting prooess.

PHYSICAL PROCEKSES

The baseline tank chilldown method under investigation is the charge-

hold-vent method. During the _harge cycle, a small quantity of liquid cryogen

is injected into the evacuated tank. Some type of spray nozzle is usually

used to break the incuming liquid into droplets. Initially, the liquid flashes

due to the low tank pressure, and then the remaining liquid droplets evaporate

as they contact warm hydrogen vapor or the tank wall. During d%arge cycles,

the heat transfer between the liquid and vapor is an important parameter in
determining if any liquid droplets reach the wall.

During the hold period, the circulating flow pattern induced from the spray

nozzles provides convective heat transfer from cold vapor to the tank wall.

The primary mode of heat transfer during the hold is convection.

At the completion of the hold period, the pressure has risen ocnsi_ly and

the tank is ready to be vented. Since venting occurs as an isentn_ic
blc_down, some additional cooling may be recovered by stage- wise venting.
The key parameters of this method are (I) charge magnitude, (2) spray system

selection, (3)mass flow rate, (4)hold duration, (5)acceleration

environment, (6) desired tank wall temperature, and (7) maximum operating

presm/z_.



A gruund-based test program may be able to validate the thermodynam/c portions

of the tank chillduwn analyses and should yield fairly accurate modeling of

on-orbit transient iEocesses due to the similarity in the fluid motions. This

is especially true for procedures such as tangential spray cooling.

Several tradeoffs exist. _he efficient use of pr_lants requires that no

liquid be vented overboard and that the cooling capacity of the cryogen be

fully utilized. A slow tank d_illdcwn process increases the time for fluid

transfer and fc_r_ the use of higher performaIK_ thermal protection; while

overly complex hardware for tank dlilldown would increase the weight of the

spacecraft.

TEST O_

The objectives of the test _are to _te the feasibility of the charge

hold vent chillduwn process on a large flightweight tank and obtain an

mqpirical m_erstanding of the temperature and pressure transients involved.
The tank was limited by qualification testing to a maximum operating

of 50 psia. The tank _s limited to a maximum fill level of 94% due to

for some tank ullage to prevent the rapid tank pressure rise
which occurs in a tank filled entirely with liquid. Due to the design of the

transfer system, flow rate was _ by the selection of the supply dewar

pressure. Ccnoern about differential expansion between inlet s_ led to

recommending the simultaneous use of both the top spray and bottum spray

systems from the ncnvented fill tests. The previously mentioned follow-on
nature of the test prevented the installation of the hardware necessary to

implm_nt a precise mass _etering _. Instead a simpler o_rol by
pressure method was used. During the charge process a low transfer head was
used so that as the tank pressure increased due to flashing liquid the flow

would be autnmatically stopped after only a short inflow period. To prevent

overpressurization of the tank during the hold period another pressure limit

was established at 40 psia, whereby the tank would be vented to atmosphere

once this pressuz_ was reached. To study the effect of multiple vents and

because of equipment limitations, a two stage vent procedure was established.

First the tank was vented to atmosphere then following a five minute hold the

tank was pumped down to near the hydrogen triple point pressure of i.I psia.

FACILITIES

The tests were conducted at the LeRC Plum Brook Station Cryogenic Propellant

Tank Facility (also known as K-Site). This facility cumbines a capability for

safely handling liquid hydrogen with the vacumn required for multilayer
insulation systems. The facility has a 25' diameter spherical vacuum chamber

with a 20' diameter entry door. Figure 1 is a simplified s_ schematic of

the test facility as configured for the current test series. The chamber is

rated for an 8 x i0"" torr vacuum6unde r clean, _y, and empty ccrditicns. _e
vacunan was maintained between I0" tort and i0" tort during the tests.

A shroud was installed inside the chamber to provide a uniform heat transfer

envirorm_nt. This shroud is cylindrical and measures 13' in diameter by 13'

long. During the tests it was warmed, by electric heater strips, to provide a
uniform 530 R +_IR radiant env_t for the test tank. _ on the



crf0shr_ was a 2' x 5' cylindrical coldguard. During testing, the coldguard

is filled with liquid hydrogen boiling at near atmospheric ccrditicr_. All
tank lines, except the bypass z_-_, pass t._ the _Z_ and _I

_tim leads are thermally shorted to the coldguard. The ooldguard

minimizes the heat load to the test tank by absorbing the conduction heat

transfer fr_ the ambient env_ alcr_ the test tank lines and

_tion wires. _he shroud and col4_mrd as well as the chamber entry
are shc_ in figure 2.

Liquid hydrogen for testing was supplied by a 13,000 gallon roadable dewar

located outside the facility building. Prior to testing, the dewar was vented

to nearly atmospheric _ (ruby 1.6 psig) and malnta/ned there to

cool the hydrogen to a uniform low saturation temperature thr_ the

dewar. During the test, the tank was pressurized to the desired transfer head

by withdrawing a controlled quantity of liquid hydrogen, feeding it through a

vaporization coil located under the dewar, and r_urning the resultant vapor

back to the dewar. Due to the thermal lag _ the raising of the tank

pressure and the time for the cooled bulk liquid temperature to rise to the

correspcrding saturation temperature, a quantity of subcooled liquid hydrogen
was available for injection.

The suboooled liquid hydrogen supply from the dewar flowed through a short

section of vacuum jacketed flex hose into a vacuum insulated pipe which

carried the liquid hydrogen through the coldguard to the test tank valving.

Foam insulated pipe carried vent gases frcm the test tank cut to the burnoffs

for disposal. A new vent system was installed which enabled the test tank to

be pulled down to hydrogen triple point pressures prior to the start of a
test.

Test Tank

The test tank selected is ellipsoidal with a 87 inch major diameter and a 1.2-

to-i major-to-minor axis ratio. The two ends are joined by a short 1.5 inch

cylindrical section. The tank is made of 2219 aluminum chemically milled to a

numinal thickness" of 0.087 inches. Thicker sections exist where they were

required for manufacturing (mainly weld lands). The tank has a 28.35 inch

acoess flange onthe top. _he tank weighs 329.25 pounds, and the tank's

volta is 175 ft=. The tank was originally designed for a maximum operating

pressure of 80 psia. Prior to the start of testing the tank was requalified by
pneumatic test for a _ operating pressure of 50 peia. _he tank is

cov_ with a blanket of 34 layers of multi-layer insulation _4LI) made with

double aluminized mylar and silk net spaoers, and is supported by 12

fiberglass epoxy struts. The thermal performance of the tank is documented in

ref_ i0. Figure 3 shows the tank installed in its support structure

suspended over the cry.

spray systems

Current conoepts (refs. 3 and 5) of in-space no-vent fill systems use one or

more pressure atomizing spray nozzles to inject the liquid inflow as a



of druplets thnmx_ the ullage, _ prumuting c_ndensation of the ullage

gas cn the droplet stream. Two spray systmm are available. One spray system
has a single spray nozzle at the bottum of the tank. _ represents the

_rst case since it will flood soon after liquid begins to accumulate in the

tank (at approximately 7% liquid). _be other spray system uses a cluster of

13 spray nozzles spraying flsmn the top of the tank (13 spray nozzles ware

selected _ue to the availability of a _ spray manifold with this

configuration). These nozzles are located in a position such that the spray

nozzles are not submerged until the tank is 92% full of liquid hydrogen.

_e flow capacities of each system are sized, within the oanstraints of

cammercially available nozzle sizes, to have the same inflow rate for the same

inlet pressure. Details of the nozzle sizing can be found in reference I0.

The nozzles %_re sized to provide roughly I000 lhm/hr hydrogen at a pressure

drop of 10 psi. Figure 4 shows the two spray systems.

Test Tank Valvinu

A _tic of the tank valving and instxlmer/_tion inside the chamber is

shown in Figure 5. Valving frum the RRM tank test is used for controlling the

fill-drain line (Valves 2513,and 2514) and the tank vent (valve 2515).

Valve 2501 is teed into the fill-drain line between the coldguard and valve

2513. Valve 2501 controls flow to the spray systemB. At the top of the tank,
the line frum 2501 splits into three lines. TWo of these lines provide flow

to the bottum and top spray, and each is controlled by its awn valve (2502 for

the top spray, 2503 for the bottum jet). _he third line bypasses flow cut the

facility vent. The bypass is used to cool the lines prior to the start of

tests. Flow through the bypass is controlled by a valve outside the chamber.

_tion for lines external to the test tank are shown cn the figure 5
stigmatic. Instrumentation internal to the tank and on the tank wall is shown

in figure 6.

Flawmeter

Flaw _ are provided by a bidirectional venturi (preexistent frum

earlier tests) and two turbine flawmeters. The venturi is located in the

inflow line inside the chamber and pruvides flow measurEmmnt for all inlet

systems. _he venturi was calibrated with water over a range of flow frcm 1

gpm to 15 gpm (this is estimated to co_ to a range 3.76 gpm to 56.4 gpm

of hydrogen). Two 0-i psi delta pressure transducers pruvide pressure drop

measurmwmts for the bi-directicnal venturi. Delta pressure

accuracy is estimated at +3/4% full scale. Venturi resolution is limited by
the accuracy of the 0-I psid transduuers. Estimated error in venturi reading

is +i gpm water at the lowest flow rate and _+0.i gpm water at the highest flow
rate. Turbine flow meters are located at the inlet to each spray system;

they pruvide a more aocurate measure of flow than the venturi. The range of

the turbine meters is from 0.6 to 60 gpm with an accuracy of +1/2% of reading.



Pressure

All pressure _ are mmmted outside the vacuum c_mber and connected
to the _astLr_n_e_t taps by 1/4" or 3/8" stainless steel tubes. Pressu1_

transducers rated at 0-50 psia are located at the venturi inlet, upstream of

the turbine flow meters and dcwnstrea_ of the spray system inlet valves. A 0-

50 and a 0-i00 psia _ measure tank pressure frum a tap in the

capacitance probe. Installed accuracy is estimated at +1/2% full scale.

Tank  tion

Internal _ticn ccr_ists of a capacitance level sensor and a rake of

temperature and point level sensors. Stainless steel was selected as the

mterial for internal _ support due to its low thermal conductivity

relative to other metals. The capacitance probe measures liquid fill heights

between 2.9 and 66.7 _ from the tank bottom by measuring the change in

capacitance of two concentric stainless steel tubes as the annular space

between them fills with liquid hydrogen, fhanges to the dielectric constant of

hydrogen with pressure prevent the accuracy of the probe frum being better

than +_1% full scale. The rake for other set, ors is supported off the cuter

tube of the capacitance prQbe. The main body of the rake is a stainless steel

sheet 1/8" thick by 1.5" wide and 63.84" long. Seventeen silicon diode

temperature sensors are installed on the rake as shown in figure II. To

further thermally isolate these sensors they are muunted on I" x I.i" GI0

micarta cards, six of these are clustered on a single larger 2.18 " x i.i"

GI0 card near the 85% fill level to measure thermal stratification. Aocuracy
of these diodes is +--0.5R to 45 R and _+0.9 R at higher temperatures.

E ern T pe tur 

Silicon diode temperature sensors are used to measure temperature on the

plumbing and tank wall: Two such sensors are located just downstream of the

turbine flow meters, two are downstream of the spray system inlet valves,

four are on the tank wall, fcttr are on the tank fill/drain line, and two are

on the tank lid. These diodes are slightly less aocuracy than the internally

mounted ones, accuracy is +_0.9 R below 180 R and 1% of reading above that 180
R. A platinum resistance thezmumeter(PRT) inserted in a well located near

the venturi is used to measure venturi liquid temperature with an accuracy of

+-0.2 R uver a range of 36 to 70 R. Facility systems and tank insulation are

instrumented with a variety of PRI_, Type E and Type K t_les selected

for predicted temperature and required accuracy.

Data Collection

Data is collected by the NASA leRC ESC0R_-D (see ref. ii for more detail)

mini-computer based system. Analog _ frum the facility are ccmverted by

a 12 bit analog-to-digital converter and updated once a second.

software converts the digital signal to engineering units and updates user

designed displays on five CRr units located in the K-Site control building.

Software routines are also used to convert temperature, pressure and

volumetric flow readings into mass flow rates. Approximately 412 channels of



data are recorded in the current test series. Data is recorded during the

chillduwn test run once every 15 seconds for the first i0 minutes of the

d_lrge cycle followed by once every minute for up to 4 hours. Data recording

is started manually just prior to opening the inlet valves to start the charge

cycle.

TEST_

Initialom iti s:
- Chamber I_'essure < 10 .5 torr

- cry hr  om rolled to 530%
- Cold_ filled and malnTai_II_ back pressure

- Tank near ambient temperature and at I.1 psia filled with

l.Set dewar pressure to desired transfer head and maintain after

thermally soaking at atmospheric.

are within 1 R and < 40°R.

3.Initiate flow through both top spray and bottom jet.

4.Close top spray and bottom jet when flow drops to zero.

5.Hold until tank pressure reaches 45 psia, wall and internal gas temp

reach close to equilibrium, or hold exceeds 2 hours.

6.Ventto atmospheric.

7.Hold for 5 minutes.

8.Pump Tank Down to i.I psia

9._ Data

10.Repeat steps 1 to i0 until all tank temperatures are < 40"R, or Tank
is 94% full.

TEST RESULTS

The chilldown test was run on February 15, 1991 in between a series of

nonvented fills. The test was started with the wall still slightly cooled

from the previous ncrn_nted fill at an average wall temperature of 440 R. The

wall cooled sufficiently in six charge-hold-vent cycles that the seventh

injection was capable of filling the tank to the 94% fill level cutoff. Time

duration, mass injected, final tank pressure, and final average wall

temperature for each stage of the chillduwn process are taktlated in table I.

Mass injected for all cycles is calculated by averaging the mass flow reading

over the injection period. At the one every 15 seccrd sample rate only 3 to 4

readings of mass flow available w_re available so mass injection values are
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only apprcy/mate. Mass injected for cycles 1 and 2 are even more uncertain
due to the presence of two phase flc_ in the venturi. Venturi flaw rate and

temperature are shown in figure 7. Only the flow rate reading where the
venturi is cooled to the 40 R level can be ccnsi_ valid. _he initial two

charge cycles _are conducted with a 20 psia dewar pressure. In an effort to

establish single _ flow in the inlet line the dewar pressure for the third

cycle was set at 25 psia. _ stabilized the flow at the venturi, but

significant quantities of two phase flow _are still enoaurfcered at the turbine
meters. During cycle 4 the dewar pressure %_s increased to 30 psia. _ did

not oumpletely eliminate the _ flow problem. Huwever, to maintain a

pressure margin between the dewar pressure and the 40 psia vent pressure, the

dewar was left at 30 psia for the r_mmd/rler of the test. Inlet and tank

pressure h/stories are shown in figure 8. _he sixth cycle was the only cycle
in which the tank was vented due to reaching the 40 psia limit. Wall

temperature histories are shown in figure 9. Wall cooling rates increase with

each chill cycle, cycle 6 shows the greatest temperature drop. _he span of

internal temperature are shown in figure I0. Individual sensor readings have

been umitted for the sake of clarity. Highest and Lowest sensor reading are

retained to show the span of data. Individual reading follow the same trends

as the bounding values. In general the upper sensore are the higher
temperature r_adings and the lower sensors the icwar temperatures. Drops in
/nternal temperature can be seen after each charge and vent cycle. Tank

liquid level is shown in figure ii. No significant liquid aocumulaticn is seen
until the ncnvented fill.

_Y AND DISCJSSION

This test series clearly demonstrates that the c_arge-hold-vent methodology is

viable for cooling tanks. Tbm test tank was cooled in six cycles to the point

where a successful (to the 94% high level limit) nonvented fill was possible.

Cooling was fairly evenly distributed through the charge, hold and vent

stages. On a cooling per unit time the hold stages were probably the least
effective. Even so, a hold of only ten minutes or so was capable of

extracting the majority of thermal energy available in the cold vapor which

filled the tank. As the tank cooled the d%illed process became increasingly

effective. Figure 12 shows the distribution of temperature change between the

cycles. During the first charge-hold-vent cycle the temperature change was
less than 5% of the total temperature drop. In the sixth cycle more than 35%

of the total temperature drop oocurred. _ effect is most likely due to the

drop in specific heat of aluminum with decreasing temperature. _he two phase

flow problems encourfcer6d in the test seem attributable to the warming of the

transfer lines when cryogen is not flowing, and are likely erdemic to any

process operating over as a broad a tesperature range as the tank c_illdown.

Tne problems of two _hase flow measuramm_t make it unlikely that a precise

mass metered system of tank d%illdawn can be impl_ on c_eraticnal

systems, so future work will probably focus on control by pressure s_hemes.

Total mass usage during the tank chilldown was estimated at about 32 pounds of

hydrogen roughly 5% of the hydrogen needed to fill, so optimization of the

chill process is unlikely to yield substantial dividend.

Areas of future work include an analysis of the test results and other data

available to estimate empirical oooling rates for this test gecmetry. Tank



chilldcwn data will continue to be collected on ad hoc basis as the Lewis

Research Center cryogenic transfer ground test program continues, although no
further dedicated tests such as the one presented here are planned. Refinement

of theoretical analyses of the dlilldc_n process is also ongoing. Several

small scale experiments are under develc_ to further study the spray

cooling processes of chillduwn. As q_ortunities for on-orbit testing present
themselves, tank d%illdown experiments will be o0ns_. Areas of open
debate at Lewis ccr_ist of: the persistence of gasecus motion after cessation

of spray; induced gaseous motiun during the vent cyule; whether _ve
heat transfer is required for effective cooling during the hold stages; and

what ocnvection, if any, is likely to be enchain_red in zero gravity
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Stage

Se_t

Vent to Vacuum

Cycle 2 Charge

Hold

Vent to atmos.

Vent to Vacuum

Cycle 3 _ge

Hold

Vent to Atmos.

Vent to Vacuum

Cycle 4 C_

Hold

Vent to A_.

Vent to Vacuum

Cycle 5 Charge

Hold

Vent to Atmos.

Vent to Vacuum

Cycle 6 Charge

Hold

Vent to Atmos.

Hydrogen

Mass

(n=)

Q

unknown

4.50

7.30

3.14

4.93

12.19

Table 1

[X_ation Final Final

(hrs) Tank Tank Wall

Temp.

I. 97 440.1

0. 0208

O. 1375

0.0875

0.0167

18.52

20.56

2.6

18. Ol

433.1

428.7

422.3

412.4

Change In

T p.
(R)

6.9

4.4

6.4

i0.0

0.1333 20.54 404.9 7.5

0.075 14.23 402.3 2.6

0.0567 1.52 398.1 4.2

0.0125 23.39 385.7 12.4

0.1292 28.28 367.6 18.1

0.0875 14.22 361.8 5.7

1.09

30.21

36.45

14.21

0.98

31.59

39.95

14.26

I.16

O. 0617

0.0125

0.1500

O. 1042

356.8

339.1

311.9

302.6

297.0

276.3

242.9

229.8

222.4

172.5

136.4

104.9

30.4

0.0575

0. 0125

0.1167

0.1041

0. 0809

0. 0208

0. 025

0.1167

0.1325

0.6

39.96

14.28

5.0

17.7

27.2

9.3

5.6

20.7

33.5

13.1

7.5

49.9

36.0

31.5

Vent to Vacuum 1.12 76.7 28.2

Fill 682.29 27.78 43.8 32.9

*Two-phase Flow at Venturi Prevents Accurate Mass Flow Estimate
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Figure 4.--Spray nozzles.
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